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Environmental Energy Technologies Division
SAFETY ALERT

KEEP HOOD SASHES CLOSED WHEN NOT IN USE	
Fume hoods represent the first line of worker safety measures in a research laboratory. Providing supply and exhaust air to fume hoods is highly energy intensive. A typical six-foot hood exhausting air at 100 linear feet per minute (fpm) and open 18 inches exhausts almost 1.5 million cubic feet of conditioned air every day. It takes a significant amount of energy to operate the exhaust fans needed for all this air. It also takes a lot of energy to cool or heat this air.

EETD lab workers can do their part to help significantly reduce energy costs and improve safety at the same time. 
· Keep the hood sash CLOSED when you are not working in the hood.
· Close the hood sash before you go home each night.
· Keep the sash opening no higher than the limit arrows or sash stop while working in the hood.
· Follow good housekeeping practices inside the hood. Keep the front 6 inches clear and avoid clutter and obstructions in front of the exhaust slots and along the sides of the hood.
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EETD has partnered with EH&S Division to apply color-coded reminder stickers to fume hoods in all EETD lab areas. We’ll do periodic checks to determine the effectiveness of these stickers. In addition, building energy usage data will be tracked to determine energy savings as this awareness program continues. The results of this project will be made available to EETD personnel later this year.
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