June 5, 2013Environmental Energy Technologies Division
SAFETY ALERT

SAFETY GLASSES REQUIREMENT REMINDER
Lab areas that require eye protection are posted as “Safety Glasses Required” or “Eye Protection Must Be Worn in This Area”. This requirement is also found on the door hazard placard just outside the lab area entrance. It is important that we observe this requirement at all times.

Eye protection requirements for LBNL are found in Pub 3000, Chapter 19.6 "Eye Protection". Safety glasses with side shields are required whenever there is a reasonable possibility of eye injury due to the work being performed. This includes work involving flying particles, liquid chemicals, and potentially injurious light radiation.

It is our individual responsibility to wear proper eye protection when required. Supervisors of each lab area are required to ensure that personnel and guests entering their areas are aware of safety glasses requirements and safety glasses are available. 

· Temporary safety glasses must be made available near the entrance of each designated lab area. It is recommended that a minimum of two pair is available at all times.
· Temporary safety glasses should be stored in a designated box for easy access.
· Safety glasses must be maintained in good condition and should be replaced when scratched, cracked, or damaged.
· Temporary safety glasses can be purchased on the eBuy purchasing system. An example includes VWR Part #33001-616 3M “Tour Guard III” ($56 box of 20). A hanging lab box is also available as VWR Part #11376-414 ($33 each).
· Full-time employees who engage in activities requiring safety glasses are eligible for prescription safety glasses at lab expense. These are obtained through Health Services.  Call X6266 to make an appointment.

Please contact the EETD Safety Manager, Ron Scholtz X8137 if you have any questions about safety glasses requirements.
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